NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER’S SPECIFICATIONS.
2. DO NOT SCALE DRAWINGS
3. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT WWW.MTIDRY.COM

SURE CAVITY™ (SC 5016 OR SC 5032) OR SCMM 2516 OR SCMM 2532) OR GRAVITY CAVITY™ (GC 1816 OR GC 1832)

THIN STONE VENEER TO INSET WINDOW WITH MOISTURE DIVERTER™ ON INSULATED CMU BACKUP WALL

THIN STONE VENEER
5/8" TO 3/4" SCRATCH COAT
SELF FURRING EXPANDED METAL LATH
SURE CAVITY™ (SC 5016 OR SC 5032 OR SCMM 2516 OR SCMM 2532) OR GRAVITY CAVITY™ (GC 1816 OR GC 1832)
BACKER ROD
CAULK
METAL TERMINATION
LAP SURE CAVITY™ FABRIC OVER MOISTURE DIVERTER™
MOISTURE DIVERTER™ (DS 2858)
RIGID INSULATION
FLASHING TAPE
CMU BACKUP WALL
FABRIC TO FACE THE WEATHER
EXTERIOR OF BUILDING
APPLY APPROPRIATE MOISTURE RESISTANT COATING AS PER LOCAL CODE AND CLIMATE CONDITIONS
MOISTURE DIVERTER™ MUST EXTEND PAST WINDOW A MINIMUM OF 4"