**Interior Below-Grade CMU Wall Retrofit**  
**Moisture Control Detail**

**Floor Edging™ (FE 8555) and Control Cavity™ (CC 4800) or 10MM Control Cavity™ (CC 4810)**

- **Small Aggregate Mix**  
  6 Bag and Fiber Reinforced  
  Sloped Slightly Towards Wall

- **6 Mil Poly**

- **Cut and Remove Existing Floor 16" to 24" Away From Foundation Wall**

- **Minimum 3/4" Hard Aggregate For Drain Field**

- **4" - 6" Drain Tile**

- **Remove Soil to Create Drain Field**

- **Back-Lap Sheets**

- **Drill Holes in Head Joints and Block Cores**

Copyright © 2012 Masonry Technology Incorporated, All Rights Reserved.

MTI details are created from sources deemed to be reliable. However, MTI does not guarantee the accuracy or completeness of any information, nor shall be held responsible for any errors, omissions, or damages arising out of the use of this information. These details are created with the understanding that MTI is providing information but is not attempting to render engineering or other professional service. If such services are required, the assistance of an appropriate profession should be sought. Use MTI materials in strict conformance with local building codes and regulations. Consult local code/code officials prior to installation. It is the buyer’s responsibility to ensure that MTI materials are used in strict conformance with local building codes and regulations.