THIN STONE OVER RIGID INSULATION ON CMU BACKUP WALL
BOTTOM OF WALL RUN-TO-GRADE WITH STONE ACCENT

SURE CAVITY™ (SC 5016 OR SC 5032 OR SCMM 2516 OR SCMM 2532) OR GRAVITY CAVITY™ (GC 1816 OR GC 1832) AND WALL OPENING WEEPS™ (WOW 9095)

MASONRY TECHNOLOGY INCORPORATED
24235 ELECTRIC ST, P.O. BOX 214
CRESCO, IA 52136
TOLL FREE: 1-800-879-3348
PHONE: (563) 547-1122
FAX: (563) 547-1133
WWW.MTIDRY.COM

NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER’S SPECIFICATIONS.
2. DO NOT SCALE DRAWINGS
3. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT WWW.MTIDRY.COM

ADHESIVE FOR RIGID INSULATION TO BE APPLIED IN VERTICAL STRIPS ONLY

RIGID INSULATION
APPLY APPROPRIATE MOISTURE RESISTANT COATING AS PER LOCAL CODE AND CLIMATE CONDITIONS
PEEL AND STICK FLASHING
HOLD RIGID INSULATION UP A MINIMUM OF 3/4"
LAP FABRIC OVER WALL OPENING WEEPS™
ACCENT STONE
CAVITY SLUGGED FULL
HEAVY MOISTURE RESISTANT COATING
CMU BLOCKS

FABRIC TO FACE THE WEATHER
EXTERIOR OF BUILDING

WALL OPENING WEEPS SCORED AND CRACKED OFF WHILE MORTAR IS STILL PLASTIC

THIN STONE VENEER
5/8" TO 3/4" SCRATCH COAT
SELF FURRING EXPANDED METAL LATH
SURE CAVITY™ (SC 5016 OR SC 5032 OR SCMM 2516 OR SCMM 2532) OR GRAVITY CAVITY™ (GC 1816 OR GC 1832)
WALL OPENING WEEPS™ (WOW 9095)