NOTES:
1. INSTALLATION TO BE COMPLETED IN ACCORDANCE WITH MANUFACTURER’S SPECIFICATIONS.
2. DO NOT SCALE DRAWINGS
3. CONTRACTORS NOTE: FOR PRODUCT AND COMPANY INFORMATION VISIT WWW.MTIDRY.COM

SURE CAVITY™ (SC 5016 OR SC 5032) OR GRAVITY CAVITY™ (GC 1816 OR GC 1832) AND VENTED EDGE METAL™ (VMEM 3168)

THIN BRICK VENEER INSTALLATION ON CEMENT BOARD WITH VENTED EDGE METAL™

CEMENT BOARD
FIBERGLASS REINFORCED MESH
LATICRETE AIR/ MOISTURE BARRIER
JOINT COMPOUND
THIN BRICK VENEER
SURE CAVITY™ (SC 5016 OR SC 5032) OR GRAVITY CAVITY™ (GC 1816 OR GC 1832)
BACK WRAP FABRIC FOR BUG SCREEN
2 LAYERS ASPHALT IMPREGNATED GRADE “D” CONSTRUCTION PAPER OR CODE REQUIRED WRB
EXTERIOR SHEATHING
STUDS
VENTED EDGE METAL (VMEM 3168)
THIN VENEER AND CONSTRUCTION PAPER TO RUN DOWN ONTO THE FOUNDATION A MINIMUM OF 2"