Masonry Header Detail for Single Wythe Interior Drainage

Perforated Control Cavity™ (PCC 4816 or PCC 4832) or 10mm Perforated Control Cavity™ (PCC 2416 or PCC 2432) and Moisture Diverter™

- **Moisture Diverter™**
  - Must be installed with 1/4" per 1' slope to drain.
  - Must extend 2" past window mounting flange or window trim boards on both sides of window.

- **Perforated Control Cavity™** (PCC 4816 or PCC 4832 or PCC 2416 or PCC 2432)

- **Exterior of Building**
- **Single Wythe CMU Wall**
- **Interior Drainage**
  - **Moisture Diverter™**
- **Water-Tight Caulking Bead**
- **Adhesive**
- **Fastener**
- **Door or Window Opening**
- **Vapor Retarder**
- **Interior 2" x 4" or 2" x 6" Steel Stud, Insulated, Non-Bearing Wall**
- **Metal Channel**
- **5/8" Sheet Rock**
- **Perforated Control Cavity™ (PCC 4816 or PCC 4832 or PCC 2416 or PCC 2432) or 10mm Perforated Control Cavity™ (PCC 2416 or PCC 2432)**

MTI details are created from sources deemed to be reliable. However, MTI does not guarantee the accuracy or completeness of any information, nor shall be held responsible for any errors, omissions, or damages arising out of the use of this information. These details are created with the understanding that MTI is providing information but is not attempting to render engineering or other professional service. If such services are required, the assistance of an appropriate profession should be sought. Use MTI materials in strict conformance with local building codes and regulations. Consult local code/code officials prior to installation. It is the buyer's responsibility to ensure that MTI materials are used in strict conformance with local building codes and regulations.