Flashing over Arched Window with Moisture Diverter™

Sure Cavity™ (SC 5016 or SC 5032) or 10mm Sure Cavity™ (SCMM 2516 or SCMM 2532) or Gravity Cavity™ (GC 1816 or GC 1832) and Wall Opening Weeps™ (WOW 9095) and Moisture Diverter™ (WSD 2858)

Sure Cavity™ (SC 5016 or SC 5032) or 10mm Sure Cavity™ (SCMM 2516 or SCMM 2532) or Gravity Cavity™ (GC 1816 or GC 1832)

Moisture Diverter™ (DS 2858) 1/4” Per 1’ Sloped to Drain

Flex J-Bead

1/4” to 3/8” Space

Scratch Coat

Self Furring Expanded Metal Lath

Caulk

1/4” Per 1’ Sloped to Drain

Lap Fabric Over Moisture Diverter™

Window installed and flashed as to manufacturer’s specifications.

Sure Cavity™ (SC 5016 or SC 5032) or 10mm Sure Cavity™ (SCMM 2516 or SCMM 2532) or Gravity Cavity™ (GC 1816 or GC 1832)

Moisture Diverter™ (DS 2858) 1/4” Per 1’ Sloped to Drain

Lap Fabric Over Moisture Diverter™

Window installed and flashed as to manufacturer’s specifications.